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 형태 및 부분 명칭

 Extension I/O - RS-232(COM6) Connection
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 Extension I/O - Signal Specifications

Name Feature Rating Notice

AIN0~AIN3 A/D Input Port (12bit resolution) 0V~+3.3V

TXD, RXD UART Communication Port 3.3V TTL Level COM6

PWM1,2 Pulse Width Modulation Output 3.3V TTL Level

B0~B7, A0~A7 GPIO Port 3.3V TTL Level Bi-direction

+5V DC +5V Regulated Output 300mA max.

DC OUT(12~24V) DC +12~+24V Unregulated Out +12V~+24V Operate DC Adaptor

 Extension I/O Pin Assign

Function Pin 번호 Function
GND 1 2 AIN0 (GPIO_ADC02)
GND 3 4 AIN1 (GPIO_ADC03)
GND 5 6 AIN2 (GPIO_ADC04)
GND 7 8 AIN3 (GPIO_ADC05)
GND 9 10 RXD (GPIO_F18, FUNC9)
GND 11 12 TXD (GPIO_F17, FUNC9)
GND 13 14 PWM2 (GPIO_F23, FUNC11)
GND 15 16 PWM1 (GPIO_F22, FUNC11)
GND 17 18 B7 (GPIO_G03 or I2C SCL(FUNC4))
GND 19 20 B6 (GPIO_G02 or I2C SDA(FUNC4))
GND 21 22 B5 (GPIO_D27)
B4 (GPIO_D26) 23 24 B3 (GPIO_G11)
B2 (GPIO_G05) 25 26 B1 (GPIO_D14)
B0 (GPIO_D13) 27 28 GND
A7 (GPIO_D12) 29 30 A6 (GPIO_D10)
A5 (GPIO_D09) 31 32 A4 (GPIO_G12)
A3 (GPIO_G13) 33 34 A2 (GPIO_G16)
A1 (GPIO_G18) 35 36 A0 (GPIO_G19)
+5V 37 38 +5V
DC-OUT 12~24V 39 40 DC-OUT 12~24V

*( ) is CPU Functions

항목 설명

➊ COM1 COM1 포트 (RS-232C / Female Type D-SUB 9PIN)

➋ COM2 COM2 포트 (RS-232C / Female Type D-SUB 9PIN)

➌ 전원입력 DC-Jack φ2.5 DC Jack 형태의 전원입력 단자로 주로 Adaptor 전원 이용 시 사용함

➍ 전원입력 단자대 단자대 형태의 전원입력 단자로 전원을 케이블로 연결 시 사용함

➎ COM4 COM4 RS485 포트 (RS485)

➏ COM5 COM5 포트 (RS-232C / 보드에 있는 3Pin Selector로 선택)

➐ Extension I/O GPIO 외부 확장 입출력 단자 

➑ USB HOST USB 호스트 포트 (USB A Type Connector)

➒ USB DEVICE USB 디바이스 포트 (USB B Type Connector)

➓ Audio Out 스테레오 오디오 출력 단자 (φ3.5)

 LAN 10/100/1000Base-T Ethernet 포트 (RJ-45)

 SD 카드 slot SDHC 최대 32GB, SDXC 최대 2TB 지원

 CAMERA 카메라 입력 단자 

 HDMI HDMI 연결 단자

 Mode S/W 장치의 Boot Mode 등을 설정 변경 시 사용함 

 COM3 COM3 포트 (RS-232C / Female Type D-SUB 9PIN)

주의사항

항상 전원을 끄고 Extension I/O를 연결/분리 하십시오


