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(Panel Front)

ATS-M1000DA05B

SVGA(640*480), LED

Touch Screen

AB-M1000DA5

CPU Cortex-A9 Dual 1,000MHz 

Memory DRAM 512MB DDR3, 

NAND Flash 512MB 

Audio Stereo Audio Output,

Ethernet 1 Port (Gigabit)

Serial Port 4 Ports ( RS-485 1 Port,

RS-232C 3 Ports(Option 2 Ports)

SD-Slot

HDMI 1.4 1 Port

USB USB Host 2 Ports, 

USB Device 1 Port 

Extension I/O GPIO(16EA), PWM(2ch), 

A/D Converter(4ch), UART

DC 12~24V 

5W 

-10~70 

OS Windows Compact 7(CE 7.0)

500g 

152.9(H)*122.7(V)*40.7(D) 

K MSIP-REM-ABH-ATS-

M1000DA05 

* 이 기기는 업무용 환경에서 사용할 목적으로 적합성평가를

  받은 기기로써 가정용 환경에서 사용하는 경우 전자간섭의

  우려가 있습니다.
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2 TXD
3 RXD

4 -

5 GND

6 -

7 CTS

8 RTS

9 -

 RS-485

1 TRX+

2 TRX-

3 GND
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OFF

S/W 3

OFF

ON

S/W 1 S/W 2

OFF OFF Nand Memory Boot Mode

ON OFF USB Device Boot Mode

S/W 4

OFF

ON Aut  

Name Feature Rating Notice

AIN0~AIN3 A/D Input Port (12bit resolution) 0V~+3.3V

TXD, RXD UART Communication Port 3.3V TTL Level COM6

PWM1,2 Pulse Width Modulation Output 3.3V TTL Level

B0~B7, A0~A7 GPIO Port 3.3V TTL Level Bi-direction

+5V DC +5V Regulated Output 300mA max.

DC OUT(12~24V) DC +12~+24V Unregulated Out +12~+24V Operate DC Adaptor

Function Function

GND 1 2 AIN0 (GPIO_ADC02)
GND 3 4 AIN1 (GPIO_ADC03)
GND 5 6 AIN2 (GPIO_ADC04)
GND 7 8 AIN3 (GPIO_ADC05)
GND 9 10 RXD (GPIO_F18, FUNC9)
GND 11 12 TXD (GPIO_F17, FUNC9)
GND 13 14 PWM2 (GPIO_F23, FUNC11)
GND 15 16 PWM1 (GPIO_F22, FUNC11)
GND 17 18 B7 (GPIO_G03 or I2C SCL(FUNC4))
GND 19 20 B6 (GPIO_G02 or I2C SDA(FUNC4))
GND 21 22 B5 (GPIO_D27)
B4 (GPIO_D26) 23 24 B3 (GPIO_G11)
B2 (GPIO_G05) 25 26 B1 (GPIO_D14)
B0 (GPIO_D13) 27 28 GND
A7 (GPIO_D12) 29 30 A6 (GPIO_D10)
A5 (GPIO_D09) 31 32 A4 (GPIO_G12)
A3 (GPIO_G13) 33 34 A2 (GPIO_G16)
A1 (GPIO_G18) 35 36 A0 (GPIO_G19)
+5V 37 38 +5V
DC-OUT 12~24V 39 40 DC-OUT 12~24V

*( ) is CPU Functions

  Camera

 PowerUSB Host

USB Device

Audio Out

LAN

 

 DC Power terminal
 

COM4(RS-485) Extension I/O

 Micro SD 
CARD Slot

 MODE S/W

 BATT

HDMI COM2(RS-232C)

 MIC

  COM1,COM3
         (RS-232C)

1 (+5V)
2 (RXD)
3 (TXD)
4 (GND)

 CAMERA

 COM4 C

 Extension I/O

 USB HOST Type Connector)

 USB DEVICE Type Connector)

 Audio Out

   LAN 10/100/1000Base-T Ether R

 Mode S/W

 HDMI

 COM2 C Type D-SUB 9PIN)

 BATT CR2032(3V), No Rechargeable

 MIC

 COM1, COM3

- PU/PD 270ohm

 RS-485(COM4) Port

TX

RX

TRX+

R

+5V

PU
R298
270ohm

PD
R294
270ohm

TRX-

GND

RS-485
Transceiver

* Multi-drop 에서 Slave로 사용시 PU/PD 저항을 제거하고

  사용해야 할 수도 있습니다.
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